
 

 

 

 

 

 

 

 

 

 

 

 

Model RES400A 

Highly-performant and user-friendly unit 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

www.damotek.com 

Semi-automatic filling unit for 

pre-mixed foam fire extinguishers 

  
 DESCRIPTION 

 
Easy to install, practical and ultrafast, 
the RES 400 allows you to fill foam 
extinguishers semi-automatically. The 
fire extinguisher is positioned on an 
electronic scale with a display to view 
the amount of product introduced into 
the fire extinguisher. The push-button 
on the electrical panel board starts the 
tara reset and the unit stops 
automatically once the set weight has 
been reached. In order to satisfy the 
most different filling needs, the 
machine exists in two versions, both 
equipped with a transfer pump and in 
the version without a pump in which 
filling takes place by gravity. As far as 
performance is concerned, the 
machine is extremely efficient, as 
it allows you to fill quickly and 
accurately the extinguisher without 
product loss. 

 

 

COMPONENTS AND DEVICES 

> Electrical panel board 

> Scale for weight control 

> Drip-proof system 

> Filling hose 

> Support frame 

http://www.damotek.com/
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STANDARD ACCESSORIES 
 

> Adapters for extinguisher positioning 

> Users’ manual 

 
AVAILABLE MODELS 
 

> RES400A 

> RES400AP 
 

 

 

 

 

 

 

 

 

 

 

 

 

TECHNICAL SPECIFICATIONS 
 

MODEL  RES 400A  RES 400AP 

CATALOGUE CODE  MZBE010  MZBE015 

FOAM FLOW-RATE (l/min)  6  6 

COMPRESSED NEEDED PRESSURE 
(bar) 

 
 8 

 
 8 

SCALE LOAD (Kg)  30  30 

SCALE DIVISION (g)  10  10 

 

VOLTAGE / FREQUENCY (VAC/Hz) 
 
 230/50 

 
 230/50 

MAXIMUM POWER DURING 

OPERATIONS (kW) 
 
 0,5 

 
 0,5 

DIMENSIONS (Lxlxh) (mm)  800x700x2500  800x700x2500 

WEIGHT (Kg)  125  130 
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